
 

 

 

 

There are many reasons that our sales of PW50 and PW80 models are so high, and here are two: 1. 

Secondhand Pee Wees hold their value really well, 2. Secondhand Pee Wees usually have a waiting 

list of who’s going to own them next that includes younger siblings, cousins, friends and so on. Low-

stressed, throttle limiter-equipped two-stroke engines and rugged auto transmissions (PW50: full auto, 

PW80: semi-auto), or the light, easy to control running gear and brakes. 

 

 

 

 

 

 

 

 

 



 

 

¶ 49cc air-cooled case-reed–inducted two-stroke single. 

¶ An adjustable throttle stop screw lets the adult in charge gradually increase speed as skills improve. 

¶ Fully automatic transmission means no shifting required. 

¶ 22mm telescopic front fork with 60mm of travel smoothes out the bumps for responsive handling. 

¶ Dual rear shocks with 50mm of travel smooth the trail to deliver confidence inspiring ride quality. 

 

 

Engine 

Engine Type Air-cooled, 2-stroke, reed -valve 

Displacement  49 cc 

Bore x Stroke  40.0 x 39.2 mm 

Compression Ratio  6.0 : 1 

Lubrication System  Yamaha Autolube 

Fuel Management  VM12 

Ignition  CDI 

Starter System  Kick 

Fuel Tank Capacity  2.0 L 



Oil Capacity  0.3 L 

Transmission Automatic  

Dimensions 

Length  1245 mm 

Width  575 mm 

Height  715 mm 

Seat Height  485 mm 

Wheelbase 855 mm 

Ground Clearance  105 mm 

Wet Weight  39 kg with 2.0 litres of fuel  

Chassis 

Suspension Front  Telescopic fork 

Suspension Rear Unit swing 

Brakes Front  Drum 

Brakes Rear Drum 

Tyres Front  2.50-10-4PR 

Tyres Rear 2.50-10-4PR 

 



 

 

 

 

There are many reasons that our sales of PW50 and PW80 models are so high, and here are two: 1. 

Secondhand Pee Wees hold their value really well, 2. Secondhand Pee Wees usually have a waiting 

list of who’s going to own them next that includes younger siblings, cousins, friends and so on. Low-

stressed, throttle limiter-equipped two-stroke engines and rugged auto transmissions (PW50: full auto, 

PW80: semi-auto), or the light, easy to control running gear and brakes. 

 

 

 

 

 

 

 

 



 

 

¶ Simple, light and reliable 79cc case reed–inducted two-stroke. 

¶ A power-limiting exhaust restrictor allows adult supervisors to increase power output as skills 

improve. 

¶ Large heat shields on both the engine and exhaust protect against accidental contact burns. 

¶ 26mm telescopic front fork with 110mm of travel soak up bumpy trails with ease. 

¶ Front and rear drum brakes are powerful, consistent and lightweight. 

 

 

Engine 

Engine Type Air-cooled, 2-stroke, reed -valve 

Displacement  79 cc 

Bore x Stroke  47.0 x 45.6 mm 

Compression Ratio  6.6 : 1 

Lubrication System  Yamaha Autolube 

Fuel Management  VM15 

Ignition  CDI 

Starter System  Kick 

Fuel Tank Capacity  5.0 L 



Oil Capacity  0.8 L 

Transmission Semi automatic 3 -speed 

Dimensions 

Length  1540 mm 

Width  640 mm 

Height  880 mm 

Seat Height  635 mm 

Wheelbase 1055 mm 

Ground Clearance  185 mm 

Wet Weight  61 kg with 5.0 litres of fuel  

Chassis 

Suspension Front  Telescopic fork 

Suspension Rear Swingarm 

Brakes Front  Drum 

Brakes Rear Drum 

Tyres Front  2.50-14-4PR 

Tyres Rear 3.00-12-4PR 

 



 

 

 

 

It’s a common problem, and plenty of small kids have to deal with it. Yes, we’re talking about excess 

cuteness. But don’t worry, if your child has Excess Cuteness, you can put him or her on a motorcycle 

with the same affliction. The rock-solid TT-R50E’s electric starting and sweet, useable four-stroke 

power inspires confidence in kids and small novices – and in a full-face helmet, no-one can squeeze 

your cheeks. 

 

 

 

 

 

 

 

 

 

 

 

 



¶ 49cc air-cooled, SOHC powerplant puts out smooth, reliable four-stroke power perfect for kids and small 

novices. 

¶ Three-speed gearbox with automatic centrifugal clutch makes learning to shift gears a breeze. 

¶ Inverted fork with 22mm sliders provides 135 mm of smooth front wheel travel for a great ride and 

handling. 

¶ 11mm Mikuni VM-type carburettor with automatic on/off electric heater ensures crisp, dependable 

throttle response. 

¶ Inverted fork with 22mm sliders provides 96mm of smooth front wheel travel for a great ride and 

handling. 

¶ Lightweight, upswept exhaust system contains a quiet, WR-type USFS approved spark arrestor. 

¶ Front and rear 80mm drum brakes deliver strong, dependable stopping power, and the rear’s activated 

by a right foot pedal just like the big YZs. 

¶ The TT-R50E gets the same pushbutton electric starting feature as our full line of electric-start TT-Rs. 

 

 

Engine 

Engine Type Air-cooled, 4-stroke, SOHC, 2-valve 

Displacement  50 cc 

Bore x Stroke  36.0 x 48.6 mm 

Compression Ratio  9.5 : 1 

Lubrication System  Wet sump 

Fuel Management  VM11 



Ignition  DC - CDI 

Starter System Electric  

Fuel Tank Capacity  3.0 L 

Oil Capacity  1.0 L 

Transmission 3-speed 

Dimensions 

Length  1305 mm 

Width  595 mm 

Height  775 mm 

Seat Height  555 mm 

Wheelbase 925 mm 

Ground Clearance  135 mm 

Wet Weight  57 kg with 3.0 litres of fuel  

Chassis 

Suspension Front  Telescopic fork 

Suspension Rear Swingarm (monocross) 

Brakes Front  Drum 

Brakes Rear Drum 



Tyres Front  2.50-10 4PR 

Tyres Rear 2.50-10 4PR 

 

 

 

 

 

 

 

With the fun factor off the scale, the challenge is to try and keep dad off this tough little nugget of a 

bike. Get the old man to show you the ropes and it's likely you won't see him for the rest of the arvo as 

he cuts sick around the track rediscovering the fun he had at your age... Universal appeal is the 

beauty of this elec 

tric start four-speed, auto clutch four-stroke. And an enviable reliability record and top notch build 

quality means dad spends more time at the track than in the garage. TTR-110E: The challenge is to 

keep dad off it. 

 

 



 

 

¶ Torquey/powerful 110cc air-cooled SOHC four-stroke powerplant is tuned for maximum off-

road performance in a wide range of trail conditions. 

¶ Four-speed gearbox with automatic clutch has the right gear for wherever you ride. 

¶ Monocross rear suspension pivoting on a strong, 12mm shaft, along with a gusseted steel 

swingarm, provide excellent rear wheel control through 180 mm of travel. 

¶ Convenient electric start makes effortless starting. 

¶ 31mm fork with high-tech internals including a damper valve with oil lock provides excellent 

damping, great bottoming resistance and 4.5 inches of smooth travel. 

¶ A seat height of only 670 mm makes this one accessible to most riders, but 180 mm of 

ground clearance and great suspension at both ends mean it can go places. 

¶ 14-inch front and 12-inch rear wheels inspire great rider confidence by keeping the seat low 

and the steering light. 

 

 



 

Engine 

Engine Type Air-cooled, 4-stroke, SOHC 

Displacement  110 cc 

Bore x Stroke  51.0 x 54.0 mm 

Compression Ratio  9.3 : 1 

Lubrication System  Wet sump 

Fuel Management  VM16 

Ignition  DC - CDI 

Starter System  Electric/Kick  

Fuel Tank Capacity  4.0 L 

Oil Capacity  1.0 L 

Transmission 4-speed 

Dimensions 

Length  1565 mm 

Width  680 mm 

Height  923 mm 

Seat Height  670 mm 



Wheelbase 1080 mm 

Ground Clearance  180 mm 

Wet Weight  72 kg with 4.0 litres of fuel  

Chassis 

Suspension Front  Telescopic fork 

Suspension Rear Swingarm (monocross) 

Brakes Front  Drum 

Brakes Rear Drum 

Tyres Front  2.50-14-4PR 

Tyres Rear 3.00-12-4PR 

 

For further enquires contact us 

info@mcr.co.nz 

79 Crawford St, Dunedin 

Phone:  (03) 4770 366 
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